- 'Il!’térl?ﬁpl'{i, |

Specifications are subject to change
without notice.

MS-DOS is a registered trademark of
Microsoft Corporation

Boss Bear, Bear Bones, Baby Bear Bones,
and Beay Basic are trademarks of
Divelbiss Corporation.

Copyright © 1993 by Divelbiss Corporation
Litho in USA

Universal Contirol Panel

8 channel, 12 bit, 0-5 VDC
Available Configurations:
Eight channels of 4-20 mA
Eight channels of 0 to 5 VDC
Four RTD’s and four 4-20 mA

2 channel, 12 bit, 0-10 VDC or 4-20 mA

Up to 128 in and 128 out using standard Divelbiss
1/0 cards.One HDIO card can be mounted on back
of enclosure. None on analog unit.

24-bit binary up/down counter. Up to 100 kHz pulse
rate. Inputs: A, B, Reset support for quadrature X1
and X4 mode. Differential inputs and sinking or
sourcing inputs. High speed output controlled by
internal comparator.

8 channel, 10 bit, 0-5 VDC. Also plug-in modules
for unit with up to 16 analog inputs single ended or
8 differential and 4-20 mA channels per module.
Input: 0-5 VDG, 0-10 VDC, +5 VDC, +10 VDG,

4-20 mA

Plug-in module with up to 4 channels
independently selectable outputs of 0-5 VDG, 0-10
VDG, +5 VDC, £10 VDC or 4-20 mA.

Up to 128 in and 128 out using standard Divelbiss
/0 cards. Direct interface to BEAR BONES 1/0 Bus.

24-bit binary up/down counter. Inputs: A, B, Reset
(open collector operation). Input filtering: 20 Hz,
5 kHz, or 100 kHz.

Direct Output: open collector operation

Sensor Power Supply: +5 VDC reg. or 12 VDC unreg.
Optional Plug-in modules are available with up to 4
channels of counting per module.

2 Serial Ports: RS-232, RS-422, or RS-485. Baud rate 300 to 9600 bps. Communication settings: 7 or 8 data bits,
1 or 2 stop bits, None, even, or odd parity, XON/XOFF handshaking.

Both ports configurable to RS-232, RS-422, or
RS-485.

Port 1 configured to RS-232. Second port
configurable to RS-232, RS-422, or RS-485.

Vacuum Fluorescent, Liquid Crystal Display (LCD) with back light, and LCD without backlight. Also available in
subplate unit with no display or keypad.

20 characters each

40 characters each

Membrane: 20 keys (0-9, Enter, Clear, Programmable Function Keys F1-F8)

Panel Mounted Unit: 8”x6.5”x3” (HxWxD)
Subplate mounted unit: 8" x5.38” x3” (HxWxD)

Panel Mounted Unit: 8" x12”x2” (HxWx D)
Subplate mounted unit: 8" x 11" x2” (HxWxD)

115 VAC or 12 VDC
0 to 60° C

Bear Basic - Extended, Multi-tasking Compiled BASIC
“C” Language Optional

System PROM: 128K
System RAM: 128K optional battery backup
User EPROM: 128K Flash EPROM

Time of Day, Day, Month, Year, Day of Week with
496 bytes battery backed RAM

One, external

System PROM: 128K

System RAM: 128K optional battery backup

User EPROM: 32K/128K EPROM, with PROM burner
EEPROM: 2K bytes, optional 8K bytes

Time of Day, Day, Month, Year, Day of Week

Module with 4 external. Also 24-bit input for
absolute encoder and 4/8 input/output optically
isolated modules
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